ETNA

Basincg Salterleri
Pressure Switches
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PA tipi ETNA basing salterleri hidrofor ve su
pompalarinin otomatik olarak calisip durmalarini
saglamak Uzere tasarlanmistir.

PA-V tipi ETNA tahliyeli basing salterleri ise, hava
kompresorlerinin basing altinda ilk harekete kalkisini
kolaylastirmak icin, kompresor durdugunda basing
borusu icindeki havanin tahliyesini temin edecek
sekilde imal edilmektedir.

Hava kompresorlerinde tahliyeli basing
salterleri, hidroforlarda tahliyesiz basing
salterleri kullanihr.

Uc yollu emniyet adaptéri, manometre ve
emniyet ventilini baska bir ekipmana gerek
kalmadan salter Gzerine direk monte edilmesine
olanak saglar.

PA-1 tipi basing salterlerinin durdurma basinci
2,5 Atu ila 5 Atu arasinda, ¢alistirma basinci ise
durdurma basincina bagli olarak 0,5 ila 3,9 Atu
arasinda ayarlanabilir.

PA-2 tipi basing salterlerinin durdurma basinci 7
Atu ila 11 AtU arasinda, ¢alistirma basinci ise
durdurma basincina bagli olarak 3 ila 9 Atu
arasinda ayarlanabilir.

PA-3 tipi basing salterlerinin durdurma basinci
11 Att ila 16 Atu arasinda, ¢alistirma basinci ise
durdurma basincina bagi olarak 4 ila 13 Atu
arasinda ayarlanabilir.

PA-4 tipi basing salterlerinin durdurma basinci 4
Atu ila 8 At arasinda, calistirma basinci ise
durdurma basincina bagi olarak 1ila 7 Atu
arasinda ayarlanabilir.
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Features

B PA type of pressure switches are designed

to stop and start the pumps of booster
sets.

PA-V type of pressure switches have an air
release valve to enable the air compressor to
start easily by releasing the air on the
compressor pistons.

Pressure switches with air release valve are used
in air compressors, pressure switches without air
release valve are used in booster sets.

PA-1 type pressure switches can be adjusted to
switch-off at pressures between 2,5 to 5 bars,
where switch on pressures are between 0,5 to
3,9 bars.

Three way adaptor is an optional device.
Pressure guage and security valve can be
mounted easly.

PA-2 type pressure switches can be adjusted to
switch-off at pressures between 7 to 11 bars,
where switch on pressures are between 3 to 9
bars.

PA-3 type pressure switches can be adjusted to
switch-off at pressures between 11 to 16 bars,
where switch on pressures are between 4 to 13
bars.

PA-4 type pressure switches can be adjusted to
switch-off at pressures between 4 to 8 bars,
where switch on pressures are between 1 to 7
bars.






